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[image: image2.png]IP Telephones nommally have a 2-port or -port hub in the back of the telephone.
This alows you to plug your PC into the back, thus removing the need for separate
‘CAT-5 points for telephones and BCs.

NEC Aspire IP handsets can have analogue back-up modules ftted, llowing youto use & standard.
analogue line to make calswith, in case of LAN o Network failuce.




[image: image3.png]'SOLUTIONS. VolIP IS THE FUTURE!

Many People Will Try To Convince You That The Traditional
Telephone System Is DEAD

Don’t Be Fooled By The Hype!

Having another method for telephory connection s without doubt a useful thing, but
don't compromise your efficiency and functionality just for connectivity.

The Best Advice:

Make sure the solution you choose can support VoIP, and use VoIP as and when you
need to do so. This ensures that you benefit from all of the technology that telecoms
has availsble to you, without being fized on a particular spproach



[image: image4.png]Over the last few years, the challenge has been to technically enginee the quality of voice,
and achieve the reliability of traditional telephone systems

‘This has been achieved by many manufacturers, however the majority of Pure VOIP

offerings in the marketplace give orly total IP telephony, and do not offer a migration
path to TP

A major issue to consider with Pure VOIP systems is the high cost of solution compared
to the lack of features and functions available.




[image: image5.png]System features that are equal to current
traditional systems are often not available
on pure IP solutions such as 3Com and
Cisco

SME applications demand very high levels of functionality, and the majority of true VOIP
offerings cannot compete on a like-forlike basis with traditional hybrid systems.

A good example is the Cisco Call Manager. Without additional (expensive) software
spplications there is no night service mode, and less than 200 user features, compared to
multiple night modes and several hundred features available from top traditionl systems




[image: image6.png]IP calls are routed to IP handsets
and then back via the system, and
out again to other IP extensions.

“This normally gives fimited
functionality to users and generally
imits the numbers of simultaneous
IP calls by needing valuable
bandwidth, especially when being
used overa WAN.
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